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Personnel operating or working around this equipment 

should read this manual. This manual must be delivered with 

equipment to its owner. Failure to read this manual and its 

safety instructions is a misuse of the equipment. Any misuse 

of the equipment may void the warranty. 
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Introduction  

Introduction 

Thank you for purchasing your new Model 1612SA conveyor from KSi Conveyors.  We are pleased to have 

you as a customer, and hope you will enjoy many years of productive service from our products and staff. 

 

Please read and understand this manual before operating the equipment.  Pay special attention to the safety in-

formation to protect yourself from harm.  If you need information beyond what can be found in the manual, 

please give our friendly staff a call at 888 KSI-CONV. 

 

KSi SAFETY 
  

Replace missing guards and shields 

FREE OF CHARGE!  

KSi Conveyors are built to provide many years of dependable 

service to our customers through durable craftsmanship. 

 

One of the most important aspects of KSi engineering is 

SAFETY 1st design throughout all product lines.  At KSi safety 

is NO ACCIDENT! 

 

That is why KSi is implementing its SAFETY 1st  program.  

Should you ever need guards, shields, safety decals or owner/

operator manuals, simply contact KSi and we will supply you 

with them FREE OF CHARGE!  

 

If you need any of the above listed safety items or have safety 

questions, please contact KSi:  

1 
ST 

454 N State Route 49 

Cissna Park IL 60924 

Ph:  815-457-2403 

       888-574-2668 

General Information 
 A. KSi reserves the right to improve its product whenever possible and practical to do so.  We reserve 

      the right to change, improve and modify products at any time without obligation to make changes, 

      improvements and modifications on equipment previously sold. 

 

 B. When receiving merchandise, it is important to check the quantity of parts and their descriptions  

                   with the packing list enclosed with each package.  All claims for freight damage or shortage  

      must be made with the consignee within ten (10) days from the date of the occurrence of freight 

      damage. The consignee should accept the shipment after noting the damage or loss. 

 

 C. KSi does not make any guarantees on self cleanout or the cross contamination of seed of any 

       kind for their conveyors, Manual cleanout will be required. 
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Side Convention 

If standing at the intake end of the conveyor, 

your left is  the left hand side of the conveyor; 

your right is the right hand side of the conveyor. 

Introduction 

1.  Tractor Requirements. 

 
 A. The top-end drive transport conveyor was designed for use with a tractor meeting the following  

      requirements: 

540 RPM Power Take Off (PTO) 

Adjustable Drawbar 

 

2.  Power Requirements 
 

 A.  In some cases more horsepower will be required mainly at sharper angles and higher belt speeds. 

  

 B.  Tractor should pump at least 20 GPM oil flow to effectively run swing-away. 

       (12 GPM from one remote) 

 

3. PTO Driveline. 

 
 A. The PTO driveline furnished with the conveyor is equipped with a ñSpring-Lockò coupler at the tractor 

      end.  The coupler is spring loaded and will fit a standard 1-3/8òx 6ò spline PTO output shaft from the  

       tractor. 

 

 B. The PTO driveline is equipped with a shear bolt at the tractor connection.  The shear bolt protects the 

      conveyor  from damage if the conveyor becomes plugged or is subjected to high loads. 

 

Right 

Left  

Intake 

Discharge 
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 Stop the engine and lockout the power source whenever the equipment must be serviced or   

    adjusted.                                                                              

 

      Do not use a PTO driveline without a rotating shield in good working order that can be      

      turned freely on the shaft. 

 

      Be sure to securely attach the PTO driveline to the conveyor and the tractor. 

 

      Do not exceed the recommended distance from the end of the tractor PTO and the conveyor. 

 

      NEVER start the tractor unless the tractor PTO is OFF!! 

 

      Stay out of designated hazard areas of an operating PTO.  Observe restricted work areas. 

 

      Do not operate unless ALL safety shields and devices are in place. 

 

      Be certain to close ALL the cleanïout doors and inspection doors in the main conveyor 

      hopper before operating the conveyor. 

4.  Main Conveyor Drive Information.  

Introduction 
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K Si CONVEYORS, INC. (ñKSiò) WARRANTS ALL PROUCTS MANUFACTURED BY KSi TO BE 
FREE OF DEFECTS IN MATERIAL AND WORKMANSHIP UNDER NORMAL USAGE AND CONDI-

TIONS FOR A PERIOD OF 12 MONTHS AFTER RETAIL SALE TO THE  ORIGINAL END USER OF 

SUCH PRODUCTS.  KSiôs ONLY OBLIGATIONS ARE, AND PURCHASERôS SOLE REMEDY SHALL 

BE FOR KSi , TO REPAIR OR REPLACE, AT KSiôs OPTION AND EXPENSE , PRODUCTS THAT IN 

KSiôs SOLE JUDGMENT, CONTAIN A MATERIAL DEFECT DUE TO MATERIALS OR WORKMAN-

SHIP.  ALL DELIVERY AND SHIPMENT CHARGES TO AND FROM THE KSiôs FACTORY WILL BE 

THE PURCHASERôS RESPONSIBILITY.  EXPENSES INCURRED BY OR ON BEHALF OF THE PUR-

CHASER WITHOUT PRIOR WRITTEN AUTHORIZATION FROM AN AUTHORIZED EMPLOYEE OF 

KSi SHALL BE THE SOLE RESPONSIBILITY OF THE PURCHASER. 

E XCEPT FOR THE ABOVE STATED EXPRESS LIMITED WARRANTIES, KSi MAKES NO WAR-

RANTY OF ANY KIND, EXPRESSED OR IMPLIED INCLUDING, WITHOUT LIMTATION, WARRAN-

TIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE OR USE IN CONNEC-

TION WITH (I) PRODUCT MANUFACTURED OR SOLD BY KSi OR (II) ANY ADVICE, INSTRUC-

TION, RECOMMENDATION OR SUGGESTION PROVIDED BY AN AGENT, REPRESENTATIVE OR 

EMPLOYEE OF KSi REGARDING OR RELATED TO THE CONFIGURATION, INSTALLATION, LAY-

OUT,AND SUITABILITY FOR A PARTICULAR PURPOSE OR DESIGN OF SUCH PRODUCT OR 

PRODUCTS. 

I N NO EVENT SHALL KSi  BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL OR CONSE-

QUENTIAL DAMAGES, INCLUDING, WITHOUT LIMITATION, LOSS OF ANTICIPATED PROFITS OF 

BENEFITS.  PURCHASERôS SOLE AND EXCLUSIVE REMEDY SHALL BE LIMITED TO THAT-

STATED ABOVE, WHICH SHALL NOT      EXCEED THE AMOUNT PAID FOR THE PRODUCT PUR-

CHASED.  THIS WARRANTY IS NOT TRANSFERRABLE AND APPLIES ONLY TO THE ORIGINAL 

PURCHASER.  KSi SHALL HAVE NO OBLIGATION OR RESPONSIBILITY FOR ANY  

REPRESENATIVE OR WARRANTIES MADE BY OR ON BEHALF OF ANY DEALER, AGENT, OR 

DISTRIBUTOR OF KSi. 

K Si ASSUMES NO RESPONSIBILITY FOR FIELD MODIFICATIONS OR ERECTION DEFECTS 

WHICH CREATE STRUCTURAL OR STORAGE QUALITY PROBLEMS.  MODIFICATIONS TO THE 

PRODUCT NOT SPECIFICALLY COVERED BY THE     CONTENTS OF THIS MANUAL WILL NUL-

LIFY ANY PRODUCT WARRANTY THAT MIGHT HAVE OTHERWISE BEEN AVAILABLE. 

T HE FOREGOING WARRANTY SHALL NOT COVER PRODUCTS OR PARTS WHICH HAVE BEEN 

DAMAGED BY NEGLIGENT USE, MISUSE, ALTERATION, OR ACCIDENT.  THIS WARRANTY COV-

ERS ONLY PRODUCTS MANUFACTURED BY KSi.  THIS WARRANTY IS EXCLUSIVE AND IN LIEU 

OF ALL OTHER WARRANTIES EXPRESSED OR IMPLIED.  KSi RESERVES THE RIGHT TO MAKE 

DESIGN OR SPECIFICATION CHANGES AT ANY TIME. 

I N NO EVENT SHALL KSi BE LIABLE FOR ANY CROSS CONTAMINATION OF ANY SEED OR 

MATERIALS USED IN THE CONVEYOR.PRIOR TO INSTALLATION, PURCHASER HAS THE RE-

SPONSIBILITY TO RESEARCH AND COMPLY WITH ALL FEDERAL, STATE, AND LOCAL CODES 

WHICH MAY    APPLY  TO THE LOCATION AND INSTALLATION. 

Limited Warranty  

Warranty 
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Safety 

TIPS FOR SAFE OPERATION OF KSI CONVEYORS 

This Safety Alert symbol means  

ATTENTION BECOME ALERT! YOUR SAFETY IS INVOLVED  

The Safety Alert symbol identifies important safety messages on KSI conveyors and in the manual.  

When you see this symbol, be alert to the possibility of personal injury or death.  Follow the in-

structions in the safety message. 

Why is SAFETY important? 

The Three Best Reasons 

    Accidents Disable and Kill 

    Accidents Cost $$ 

    Accidents Can be Avoided 

SIGNAL WORDS:  
  

 

 

 

 

DANGER - 

 

 

 

WARNING - 

 

 

 

CAUTION -  
  

 

NOTE THE USE OF SIGNAL WORDS DANGER, WARNING 

AND CAUTION  WITH THE SAFETY MESSAGES.  THE APPRO-

PRIATE  SIGNAL WORD FOR EACH MESSAGE HAS BEEN SE-

LECTED USING THE FOLLOWING GUIDELINES: 

 

 

 

Indicates an imminently hazardous situation that, if not avoided, will 

result in death or serious injury.  This signal word is to be limited to 

the most extreme situations, typically for machine components that, 

for functional purposes, cannot be guarded. 

 

Indicates a potentially hazardous situation that, if not avoided, could 

result in death or serious injury, and includes hazards that exposed 

when guards are removed.  It may also be used to alert against unsafe 

practices. 

 

Indicates a potentially hazardous situation that, if not avoided, may 

result in minor or moderate injury.  It may also be used to alert against 

unsafe practices. 
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Safety 

1. General Safety Statements. 

            

 

 
 A. KSiôs principal concern is your safety and the safety of others associated with grain handling equip-

      ment.  We want to keep you as a customer.  This manual is to help you understand safe operating 

      procedures and some problems which may be encountered by the operator and other personnel. 

 

 

 

 B. As the owner and/or operator it is your responsibility to know what requirements, hazards and  

      precautions exist, and to inform all personnel associated with the equipment or are in the area. 

      Safety precautions may be required from the personnel.  Avoid any alteration to the equipment.  Such 

      alterations may produce a very dangerous situation, where serious injury or death may occur. 

 

 

 

 

 C. This equipment shall be installed in accordance with the current installation codes and applicable 

         regulations which should be carefully followed in all cases.  Authorities having jurisdiction should  

      be consulted before installations are made. 

 

 

 

 D. Untrained operators subject themselves and other to serious injury or death.  NEVER ALLOW  

      untrained personnel to operate this equipment. 

 

 

 

 E. Keep children and other unqualified personnel out of the working area at all times. 

 

 

 

 F. NEVER start equipment until ALL persons are clear of the work area. 

 

 

 

 G. Be sure ALL operators are adequately rested and prepared to perform all functions of operating  

      this equipment. 

 

  

 

 H. Keep hair, loose clothing , and shoestrings away from rotating and moving parts.  Never wear 

                   loose fitting clothing when working around conveyors. 

 

 

 

 I. NEVER allow any person intoxicated or under the influence of drugs or alcohol to operate the  

     equipment. 
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Safety 

1.  General Safety Statements (cont.) 

 

 

 J. NEVER allow anyone inside a bin, truck, or wagon which is being unloaded by a conveyor.  Flow-

       ing grain can trap and suffocate in seconds. 

 

 

 

 K. Make sure someone is nearby who is aware of the proper shutdown sequence in event of an acci-       

      dent or emergency. 

 

 

 

 L. NEVER work alone. 

 

 

 

 M. ALWAYS think before acting.  NEVER act impulsively around the equipment. 

 

 

 

 N. Make sure ALL equipment is locked in position before operating. 

 

 

 

 O. Keep hands and feet away from the conveyor intake and other moving parts. 

 

 

 

 P. NEVER attempt to assist machinery operation or to remove trash from the equipment while in  

      operation. 

 

 

 

 Q. NEVER drive, stand, or walk under the equipment. 

 

 

 

 R. Use caution not to hit the conveyor when positioning the load. 

 

 

 

 S. Use ample overhead lighting after sunset to light the work area. 

 

 

 

 T. ALWAYS lockout ALL power to the equipment when finished unloading the bin. 

 

 

 

 U. Keep the area around intake free of obstacles such as electrical cords, blocks, etc. that might trip 

       workers. 
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Safety 

BEWARE OF ELECTRICAL HAZARDS  

 
              Electricity can kill!  Use extreme caution around electrical components. 

 

  Have your electric company check the transformer and lead wires to be sure they are  

  large enough to handle the additional load of the motor. 

 

  Electrical wiring should be done by a qualified electrician and all components shall  

  comply with applicable provisions of National Fire Protection Association Standard  

  NFPA No. 70, American National Standard Inst. ANSI-C1 or with the requirements 

  of the authority of having local jurisdiction. 

 

  KSi assumes no responsibility for the electrical wiring used with this machine. 

 

  KSi will not be liable for failure of the equipment due to poor or improper electrical 

  power installation. 

 

  Wires which are too small deliver insufficient voltage causing the motor to overload or 

  burn out. 

   

  Improper or inadequate wiring can kill or cause fires. 

 

  All electrical devices used on this machine shall be arranged to operate in a ñfail safeò 

  manner, that is, if power failure  or failure of device occurs, a hazardous condition must  

  not result .  This means, the machine must not restart by itself after a power failure etc. 

  when power returns. 

 A pinch point is any place on the equipment which can injure the operator. 

 

3. Pinch Points. 

 
 A. Components of this equipment  have sharp edges which can scrape and/or cut an operator. 
 

 B. A moving conveyor can sever an operatorôs limb or even kill. 

 

 

4. Shields and Guards. 

 
 A. Always keep all shields and guards in place during operation. 

 

 B.  Missing shields for guards can be replaced for free by contacting KSi. 

 

2. Emergency Shutdown Sequence. 
 

  See Emergency Shutdown on page 38 under the Shutdown section. 

 

 



Model 1612SA 

11 11 

Safety 

5. Personal Protective Equipment. 

 

 

 

 

 
 A. The proper personal protective equipment  

       should  be worn at all times. 

 

 

 

 

 

 

 B. ALWAYS wear safety glasses when in the    

      work area. 

 

 

 

 

 

 

 C. The operator should never wear jewelry. 

 

 

 

 

 

 

 D. Loose clothing should not be worn.  Any    

      clothing  that becomes loosened  should   

      be tucked  in tightly. 

 

 

 

 

 

 

 E. Loose or dangling shoe strings should be   

      tucked in. 

 

 

 

 

 

 

 F. Long hair should be tied up and/or back. 
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Safety 

6. Operator Qualifications. 

 
 A. The User/Operator must be competent and experienced to operate the equipment.  Anyone who works 

      around conveyors must have good common sense in order to be qualified.  These persons must also  

      know  and meet all other qualifications, such as: 

 

      1.        Any person who has not read and/or does not understand all operation and safety procedures  

   is not qualified to operate any conveyor systems. 

 

      2.       Certain regulations apply to personnel operating power machinery.  Personnel under the age 

   of 18 years may not operate power machinery, including conveyors.  It is your responsibility, 

   as owner and/or supervisor, to know what these regulations are in your area or situation. 

 

      3.  Unqualified or incompetent persons are to remain out of the work area. 

 

      4.  O.S.H.A. (Occupational Safety & Health Administration) regulations state: 

   ñAt the time of initial assignment, andat least annually thereafter, the employer shall instruct 

   every employee in the safe operation and servicing of all equipment with which the employee 

   is, or will be, involved.ò  (Federal Occupational Safety & Health Standards for Agriculture. 

   Subpart D, Section 19287.57 (a) (6). 

 

 B. As a requirement of OSHA, it is necessary for the employer to train the employee in the safe operating  

      and safety procedures for this conveyor.  We included this sign-off sheet for your convenience and  

      personal record keeping.  All unqualified persons are to stay out of the work area at all times.  It is 

      recommended that another qualified person who knows the shutdown  procedure is in the area in an  

      event of an emergency.  A person who has not read this manual and understands all operating and 

      safety  instructions is not qualified to operate this machine. 

Date Employeeôs name (printed) Employeeôs Signature 

 1.   

 2.  

 3.  

 4.  

 5.  

 6.  

 7.  

 8.  

 9.  

 10.  

 11.  

 12.  

 13.  

 14.  

 15.  

 16.  

 17.  
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Assembly 

Squaring One End of Belt 
Lay a framing square along a straight edge of the belt to make a cut line on the back side of the belt.  Cut belt 

along this line using a utility knife.  If the belt has uneven edges, create an average centerline, and square off of 

this line.  A clean, straight, square cut is required for the belt to run true on the pulleys. 

 

Installing Belt Splice 

1. Center and press the fastener strip on the belt. 

2. Press the Application Tool on the center of fastener strip with the cam lever in the ñupò position. 

3. Lower cam lever.  Strike staple driver on each staple until staple clinches on Application Tool anvil. 

4. Raise cam lever and move tool to outer edge of belt. 

5. Clinch staples.  Repeat until all staples are complete. 

6. Place the splice over a piece of flat steel and clinch each staple with a hammer.  Turn belt over and peen 

staple ends flush with  surface of fastener strip.  

7. Bend fastener strips until they break apart. 

 

Installing Belt into the Conveyor 

1. Remove the Tail End Door As. 

2. Slide a fish tape from the discharge end to the tail end of the conveyor.  Pull a rope with a belt splice back 

through the conveyor.  Fasten the conveyor belt to the rope splice, and pull the belt into the top of the con-

veyor with the rope. 

3. Using the fish tape, pull the bottom side of the belt through the conveyor.  Make sure the belt is free of 

extra twists before pulling it in. 
4. Check to see that the idler is all the way forward (toward the drive end).   

5. Pull the belt up tight at the discharge end and cut off the excess length so that there is 1/2ò of overlap after 

the end is squared.   

6. Follow the procedure above for installing the second belt splice.   

7. Insert the hinge pin.  Crimp the pin washers on the ends of the pin using pliers. 

8. Tighten the belt tensioning bolts to 23 FT-LBS. so that each side is adjusted equally.  

9. Re-assemble the tail end Door As. 

Assembly of  Conveyor Belt  
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Installation 

Tracking the Belt  

1. Basic rule:  the belt moves toward the end of the roller that it 

contacts first.   
2. Rollers must be square with the housing and parallel to each 

other. 

3. Belt tension must be great enough to prevent slippage. Tension to  

       23 ft-lbs. on adjustment bolts. 

WARNING:  Do not run the machine 

while adjusting.  Failure to heed may 

result in personal injury or death. 

CAUTION:  Make sure everyone is clear 

of machine before running. 

5. Run the conveyor.  Check to see that the belt  runs centered on the      

drive roller.  Turn off the machine. Adjust drive roller if neces-

sary. 

6. To adjust drive roller, loosen the four nuts on the bearing holder 

plate, and the jam nut on the threaded adjuster.  Retighten after 

adjusting is complete. 

CAUTION:  Make sure everyone is clear 

of machine before running. 

7. Run the machine for two minutes.  Make sure belt runs centered 

on drive pulley. 

8. Open the Tail End Door to view the idler.  

9. Run the machine.  Check to see that the belt is running centered 

on the idler roller.  Turn the machine off. 

10. If adjustment is necessary, adjust the tensioning bolts on the idler 

housing to 23 ft-lbs torque. 

11. Check adjustment by running the machine.  Make sure belt runs 

centered on idler pulley.  The clearance between the belt and the 

housing should be the same on both sides.  

12. Close the Tail End Door when complete. 

WARNING:  Do not run the machine 

while adjusting.  Failure to heed may 

result in personal injury or death. 
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Installing Safety Signs 

Installing Safety Signs  

The Safety Decals listed below are included with the conveyor,  the following pages  show the location of the 

decals on the conveyor.  Inspect all decals and replace any that are worn, illegible, or missing.  Contact your 

dealer or the factory to order replacement decals. 

KS-0008 KS-0005 

KS-0019 
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Installing Safety Signs 

KS-0007 

KS-0001 

KS-0030 


